BobCat Composite
ASSEMBLY & OPERATION MANUAL

BVM BobCat Composite
RADIO CONTROL COMPONENTS

	CONTROLS
	QTY
	SERVO TYPE
	
	QTY
	LEAD EXT

	
	
	
	
	Fuse
	Booms
	Wing
	ALL HD

	Ailerons
	2
	JR 811
	
	2
	
	
	18”

	
	
	
	
	
	
	2
	12”

	
	
	
	
	
	
	
	

	Elevators
	1
	JR 8611
	
	
	1
	
	36”

	
	
	
	
	1
	
	
	18”

	
	
	
	
	
	
	
	

	Rudders
	2
	JR 3301
	
	
	1
	
	18”

	
	
	
	
	
	1 (stab)
	
	24”

	
	
	
	
	1
	
	
	12”

	
	
	
	
	
	1
	
	 “Y” Harness**

	
	
	
	
	
	
	
	

	Nose Steering
	1
	JR 2721
	
	1
	
	
	“Y” Harness**

	
	
	
	
	
	
	
	

	Retract Valve
	1
	JR 351
	
	
	
	
	N/A

	
	
	
	
	
	
	
	

	Flaps
	2
	JR 2721
	
	1
	
	
	Match Box

	
	
	
	
	2
	
	
	18”

	
	
	
	
	
	
	2
	6”

	
	
	
	
	
	
	
	

	Smooth Stop (optional)
	1
	JR 351
	
	
	
	
	N/A

	
	
	
	
	
	
	
	

	Battery
	1
	JR 1800 MAH 5-cell***
	
	
	
	
	

	
	1
	5.2 Volt Regulator
	
	Available from BVM #2152

	
	
	
	
	
	
	
	

	Switch
	1
	JR Deluxe harness
	
	
	
	
	

	
	
	
	
	
	
	
	

	Gyro
	Optional
	JR #500A
	
	
	
	
	


NOTE: IF EQUIPMENT OTHER THAN JR IS USED, CONSULT THAT MANUFACTURER FOR SIMILAR COMPONENTS.

** JR Y-harness HD (JRPA135)

*** Duralite Plus 4000 MAH battery can be used in place of JR 1800 MAH.

JR Heavy Duty servo arm to be used on elevator (comes standard with 8611 servo). 

Gyro Note:  The BobCat does very well without a gyro.  

Optional:  JR “MatchMaker” (#JRPA915) is very handy.
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